
to their competitor. If the Commission attempted to prevent such sharing by prohibiting

reselling or sharing of base stations, it would also tend to preclude efficient, market­

driven sharing arrangements.34 In principle, one could also imagine similar problems

with frequency division sharing. Indeed, the FCC has had to develop rules, such as

emission masks and modulation limits, to insure that licensees stay within their assigned

bandwidth. However, the laws of physics help here since most installed radio systems

have the characteristic that their bandwidth cannot be changed easily and costlessly.

Consequently, frequency division sharing does not create the harmful incentives discussed

above.

A second reasonable sharing policy is one based upon a token-passing protocol. Each

licensee has a maximum permitted channel occupancy time (say one second) but, if all

transmissions are accommodated before the time expires, the licensee signals the next

operator in line that the channel is available. Such a sharing policy has the theoretical

advantage that it passes the channel out accurately in response to customer demand.

But, this policy also creates incentive problems. If firms A and B compete, why should A

pass the channel on to B, allowing B to increase capacity and improve service?

Wouldn't A's incentives be better served if it kept the channel (say using it to cycle

through all customer transponders in order to "continuously verify the proper working of

all their hardware") rather than passing the channel on to a competitor? Such token­

passing protocols can work well for sharing resources inside organizations under a

common goal or under common management. But, they were not designed for allocating

resources among competitors and should not be expected to work in that situation.

Incentives to innovate are stifled under time-division. Some innovations (e.g. the low­

power long-pulse mobile unit) cannot operate in the time-division environment. Other

34 For example, AM stations WSBC, WCRWand WEDC operate on 1240 kHz in
Chicago under a time sharing arrangement. (All three stations were licensed before the
creation of the Federal Radio Commission.) WCRW and WEDC share a single tower.
See, Broadcasting & Cable Yearbook 1993, page B-106.
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innovations (e.g. a better base station or a cellular reuse mechanism) would free up

capacity only for the lion's share to be divided among a firm's competitors.

Incentives to remedy faults would be reduced. For example, a mobile transmitter that

fails by transmitting continuously (stuck on) will degrade the operation of all nearby base

stations. But, if a firm is one of three operating in a band, it receives only one third of

the harm, its competitors receive the other two-thirds.

All in all, time-division multiplexing would thoroughly pervert incentives. Incentives to do

bad things, such as create sham competitors, would be created. Incentives to do good

things, such as innovate or provide reliable mobile equipment, would be weakened or

abolished.

4. The FCC Enforcement Burden

Any time-division sharing system will put a substantial enforcement burden on the FCC.

For example, the FCC will have to decide if new entrants are real or sham. If time-slots

are divided on a criterion other than equal shares to each firm (say in proportion to

customers or sales), then the Commission will find it necessary to verify system loading.

If a dynamic sharing system, such as token passing is used, the Commission will have to

establish mechanisms to verify that all participants in the market are following the rules.

None of these tasks are easy. This regulatory system is far from self-enforcing. Complex

rules will be hard to devise and hard to enforce. But weak rules lead to interference and

loss of service to the public.

5. Conclusions

Time-division sharing of LMS bands appears ill-advised. When the FCC chose to license

two cellular providers in each market using frequency division techniques, it recognized

that this policy choice created competition at the expense of a 10-15 percent increase in
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network infrastructure costs.3.5 In contrast, time-division sharing of LMS bands would

increase costs by more than 100 % when adding a second firm in a band. Time-division

sharing would limit important technical alternatives. Any of the firms sharing a band

could costlessly expand capacity to fill the band, creating incentives against technical

innovation and for cheating.

B. Frequency Division Multiplexing

Radio regulators often use frequency division to separate multiple licensees in the same

geographic area. Because frequency division fits well the laws of physics, enforcement

costs are reasonable. Indeed, the current AVM rules (47 CFR 90.239) do exactly that

with two separate eight MHz AVM bands. Splitting the spectrum into smaller subbands

may create efficiency losses due to losses in efficient scale. For example, it is commonly

accepted that combing multiple land mobile channels to permit operation of trunked

systems increased efficiency by a factor of about three. Similarly, when the Commission

chose to divide the 40 MHz originally made available to cellular into two 20 MHz bands

it recognized that it would sacrifice some efficiency. The Cramer-Rao bound shows that

operating a pulse-ranging LMS system in half the bandwidth reduces capacity by a factor

of four. Hence, dividing a band into two subbands results in a fifty percent loss of

capacity -- all other things being kept equal.

Closely related to pure frequency division is sharing using code-division multiple access.

The difference with code-division multiple access is that, unlike the case of frequency

division multiplexing, the basis functions are not truly orthogonal and energy in one

waveform will be picked up by receivers tuned to another waveform.

3.5 For a discussion of the efficiency loss from multiple cellular systems see George
Calhoun, Digital Cellular ,Artech House, 1988, pS8, Henry Ergas, Liberalization of
Cellular Mobile Service, Monash University, Melbourne, October 1989, at 75, Jiirgen
Muller and Saadet Toker, Mobile Communicalions In Europe, September 1992. Muller
and Toker state 'The scarce resource of the radio spectrum is reduced by between about
5% and 15% when two suppliers are licensed ..."
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c. Hilher Power Pulses

Ifa firm operating a pulse-ranging system observes that it is suffering from interference,

it can reduce the effects of such interference by transmitting higher power signals.

Increasing the ratio of the power in the desired signal to the combined power of the

interference and noise36 can be accomplished in several ways. Perhaps the most

straightforward way to do this is to increase the transmitted power. If the mobile unit

transmits twice as much power, then the ratio is increased by a factor of two.

Transmitting at higher powers would require an existing operator to replace aU the

mobile units (or at any rate all the mobile units operating in the affected area) with units

capable of operating at higher power. Doing so is a very substantial and expensive task.

Not only must new vehicular units be purchased to replace the existing units, but many

users must bring their vehicles in for this replacement. Thus, in addition to the cost of

the vehicular unit and of its installation, there is a significant cost imposed on the

consuming public.

The mobile radio units with the capacity to transmit at higher power will be more

expensive than lower power units, and battery operation may be more restricted or

impossible at the higher power levels.

Although this solution may be a temporary palliative (achieved at the expense of

increasing interference to the other cochannel pulse-ranging systems), a game of

escalation should be expected to begin. One would expect the operators of the other

cochannel pulse-ranging systems to also increase their power and thereby eliminate the

advantages of this approach. Raising the power of anyone system would increase

36 This is the normal signal-to-noise ratio (SNR) or signal-to-noise and interference
ratio (Sj(N +I» that communications engineers normally use. We are being careful in
our terminology for two reasons - this is a pulse system and we are considering both
noise and interference.
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interference into other systems and operators of those systems could be expected to try

to compensate.

Finally, notice that this approach does little to remove the uncertainty associated with

interference from cochannel systems. Raising power by 3 dB or even by 10 dB will not

provide any assurance that the operator of a cochannel LMS system will not install a

base station near an existing base station and thereby create substantial interference and

disruption to system operations. We saw in section IV above that a cochannel pulse­

ranging base station located in the same community would raise the noise floor by 30 to

60 dB.

There are practical limits to this approach. Current cellular mobile and portable radios

operate with powers ranging from about 600 milliwatts (cellular portables) to 4 watts.

Some mobile radios operate at higher powers - up to about 20 to 40 watts. But, as

power levels are increased, it becomes more difficult and expensive to build a radio

system. Similarly, as the signal-to-noise ratio decreases, acquisition of the signals

becomes more difficult. Our model implicitly assumes no such problem.

Finally, we reach the upper legal limit of power increases because the FCC rules limit

pulse-ranging systems to powers of 1,000 watts.

D. Lonler Measurement Time

Another way to cope with interference is to measure the pulse arrival over a longer time.

The Cram~r-Rao bound shows that doubling the duration of the pulses cancels out a 3

dB increase in the noise floor. Of course, in order to do this, the equipment must be

modified to transmit longer pulses. As with increasing the power, such a major

modification to the entire system architecture of an existing system is expensive and

difficult.

36





,f
j

systems. Spread-spectrum techniques allow the creation of pulses with wide bandwidth

and sufficiently high pulse power to function efficiently. Spread spectrum techniques

permit the generation of long pulses that permit highly accurate measurement of time-of­

arrival because of the sharp peaks in their autocorrelation functions.

An interesting exercise is to ask how much additional bandwidth would be required to

counteract the effects of the interference from a cochannel LMS operator. Recall, that

in Section IV we showed that, under relatively benign assumptions a cochannel LMS

system increased the interfering power by 34 dB.37 The Cramer-Rao bound on the

performance of time-of-arrival measurements shows that doubling the bandwidth

compensates for a four-fold increase in signal-to-noise ratio. Expanding the bandwidth

by a factor of 50 (17 dB), from 8 megahertz to 400 megahertz, will cancel interference

in this benign scenario. Of course, if the interfering transmitter moves closer than 10

miles away, more bandwidth expansion would be required to compensate for the

increased interference.

Another way to look at this result is to observe that two cochannel systems operating in

400 MHz and generating sufficient interference with one another to raise the noise floor

by 34 dB will have the same capaciry38 as two systems operating in 16 MHz and using

frequency division multiplexing to divide the spectrum. This may.explain why the FCC's

1974 order set up a regulatory environment with two subbands.

37 We assume that the current noise level is -90 dBmW (middle of the observed
range today) and that the cochannel base station is ten miles away.

38 Again, this conclusion may be over optimistic - two real world systems might not
be able to share 400 MHz. For the conclusion to be true, the conditions necessary for
the application of the Cramer-Rao bound must hold. In fact, as interference increases it
may become impossible to maintain system synchronization, to address the mobile units,
or to acquire the signal. But, the Cramer-Rao bound shows that we can do no better
than shown in this discussion.
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F. Cancellation or Suppression ollnterlering Signals

Another approach to increasing the ratio of desired to undesired energy is to suppress

the interfering signal. If the interfering signal is a tone or is restricted to a narrow band,

the energy can be removed by filtering. 39 If the interfering signal can be estimated or

supplied from another source, then it may be possible to merely subtract the interfering

signal from the received signal. Finally, if the interfering energy comes in short bursts or

pulses during the desired pulse, it may be possible to use interference blanking

techniques to reduce the effects of such bursts. Directional antennas can also be used to

avoid picking up undesired signals and conceptually are quite similar to other

cancellation techniques.

Some of the theoretically possible approaches to removing the effects of the interfering

signal are not technologically practicable at reasonable expense. For example, it might

be possible to estimate the interfering waveform or have it transmitted over a fiber link

from a cooperative cochannel LMS service provider. The receiving system could then

subtract this interfering signal from the received signal and thereby cancel out its

harmful effects. This approach is hampered by the multipath environment that exists in

the urban area. The receiver must subtract not only the interfering signal but all the

ghosts or echoes of the interfering signal. This latter task is probably prohibitively

difficult today. Building receivers with the capacity to carry out the necessary

calculations just with the transmitted replica of the interfering waveform would probably

increase their cost several-fold. This approach cannot be considered technically or

economically feasible today.

Another method for coping with interference is to use directional antennas to strengthen

the desired signal while attenuating the undesired signal. Two general types of

39 We recognize that, in practical applications, such fIltering may distort the desired
signal, will remove needed signal energy, imposes additional expense at each fIXed
station, and cannot easily cope with narrowband interference that varies in frequency.
Our conservative analysis ignores these complications.
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directional antenna systems are possible. One, the traditional high-gain receiving

antenna, concentrates high gain towards the desired transmitter while attenuating

interfering signals from all other directions. The other, the nulling antenna, directs high

attenuation towards the undesired signal source and provides relatively uniform gain in

all other directions.

Although directional antennas are used in many systems to reduce the effects of

interference, two problems limit their applicability in this application. First, of course, it

is impossible to "point- high-gain antenna at a vehicle when the location of the vehicle

is unknown. Second, multipath in the urban environment causes interfering signals to

arrive from many directions. Even if a directional null were developed that reduced the

effects of the main beam of the interfering signal, the nulling process would be

ineffective on the reflections arriving from different directions. Thus it might be possible

to use a nulling antenna to cancel out the direct signal from an interfering base station,

but multipath signals would still leak through. This approach could probably not ensure

improvements of more than 5 to 10 dB although it might perform better than this on

some occasions. Third, use of directional nulls would put holes in the coverage of the

LMS system. The nulls in the antenna patterns of the fixed stations would all have to be

directed at the cochannel base stations - thereby attenuating transmissions from any

mobiles in that direction. The consequence of these combined nulls from all the fIXed

stations would be a coverage hole near the base station of the cochannel operator.

Practically speaking, any directional antenna solution that operated by increasing gain

towards the desired receiver would require an electrically steerable array capable of

being repainted very rapidly. Additionally, there is the formidable problem of

determining the direction to point the antenna. If one knew where the transmitter was,

pointing the antenna would be no problem. But, of course, if one knew where the

transmitter was, one would not need to use the location system. If practicable, such an

antenna array and its control system would impose significant costs on the system.
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A directional antenna solution that nulls out interference coming from a known location

(e.g., a fixed station of the cochannel LMS system) would appear more feasible since the

antenna array would not need to be repointed rapidly. Such directional antennas would

not cope with interference from the mobile units of the cochannel system. Notice that

this approach is conceptually quite similar to subtracting a transmitted reference signal

from the cochannel base station. Although using a transmitted reference signal has the

disadvantage of requiring a separate communications link, that approach does not create

the coverage holes that would be created with use of a directional antenna to null out

cochannel base stations.

We must conclude that, at this time, directional antennas do not appear to offer a

practical or cost-effective palliative measure for coping with the high levels of

interference from a cochannel pulse-ranging system. In some circumstances, however,

directional antennas may be helpful. And, again, we must note that, as with all the other

palliative solutions, the system operator continues to face uncertainty about the future

effects of interference from a cochannel system.

Noise blanking techniques are more promising.4O It should be relatively easy to detect

the presence of short, high-power interfering signals such as radar pulses. The receiving

system could then use its knowledge of the presence of such interference to discard

measurements made while the interfering pulse was present. If the interfering pulses are

short and have a low duty cycle, then this approach to interference suppression can be

expected to work reasonably well. The costs should be primarily one-time design costs

and the loss of capacity should be minor - roughly speaking it could be expected to be

the same order of magnitude as the duty cycle of the pulses. Notice that this technique

might be useful for reducing the effect of microsecond-long radar pulses interfering with

40 See the discussion of noise limiting and blanking techniques in chapter 9 of
Communications Receivers Principles and Design, by Ulrich L. Rohde and T.T.N. Bucher,
McGraw-Hill, 1988.
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a pulse-ranging system using millisecond-long pulses. It could not cope with interference

between two pulse-ranging systems using pulses of approximately the same duration.

G. More Receive Sites

Increasing the number of receive sites in the fixed network of the LMS system provides

another way to combat interference. For example, under assumptions favorable to this

technique, doubling the number of receive sites improves performance of a single time­

of-arrival measurement against noise and interference by a factor of 6 dB.41 Under less

favorable assumptions the gain is smaller or nonexistent. For example, if base stations

transmit to mobiles in a simulcasting fashion, then the proliferation of base stations

would result in an increase in transmitted energy and interference. Under such

circumstances, increasing the number of fixed sites leads to another escalation scenario.

This is an extremely expensive approach to combatting interference. Receive sites are

expensive elements of the system. Doubling the number of receive sites roughly doubles

the cost of the fixed network of the pulse-ranging system. Additionally, there is the

problem of obtaining acceptable sites. Locating receive sites in parks or residential

neighborhoods can be difficult or impossible.

This technique copes best against a geographically uniform growth in the noise floor,

such as would be produced by a single high-power interference source located on a

mountain several miles outside of town or uniformly distributed low-power transmitters.

It does not solve the problems created by a single high-power interference source located

in the middle of the LMS service area.

41 This calculation assumes that the propagation from the mobiles is governed by an
R4 law and that increasing the number of receive sites has no impact on the interfering
power level.
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As with the other technical palliatives uncertainty about future interference from the

cochannel system operator remains after this technique is used.

H. Geographic Separation or Cochannel Separation

Geographic separation between pulse-ranging systems permits the interfering signals to

be attenuated by distance and the blocking effects of terrain and other obstructions.

Such geographic separation is commonly used in radio regulation42 and requires no

elaboration.

This is the simplest method to implement. If the cochannel separation is sufficiently

large, then this option provides a high degree of assurance against unwanted interference

from other LMS systems. The biggest benefit of this approach when compared to all

others is that it leaves LMS system operators with the least uncertainty regarding

potential interference from other LMS systems. There are essentially no technical costs

to this solution. There will be a region between systems that suffers from degraded

service or is even left uncovered (a buffer zone) and, although interference will be

greatly reduced, there may be instances of interference in some locations when

anomalous propagation (e.g. ducting) occurs.

I. Concluding Comments on Remedying Interference Between Systems

The table below shows the cost, as best we can state it, for using each of the techniques

discussed above to remedy either a 60 dB or a 40 dB increase in the noise floor. The

reader must accept that the entries in the table are only approximations. If a system

operator tried to go from a system with 10 sites to a system with 10,000 sites, the system

operator might find it difficult to obtain the necessary sites or it might find that a

different system design (e.g.. a signpost system) had become more economically

42 Such separation is familiar in television and land mobile. For example, television
transmitters operate on channel 4 in Boston, New York, and Washington, D.C., but not
in Hartford or Philadelphia.
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attractive. Similarly, there are practical limits to the pulse duration - the pulse should

be short enough that a car doesn't move very far during the pulse.

Comparison of the Cost of Interference Reduction Techniques For Coping
with Collocated, Cochannel LMS Systems

Technique Cost to compensate for Cost to compensate for
a 60 dB increase in a 40 dB increase in
noise Door caused by a noise Roor caused by a
cochunel system cochannel system

Higher power pulses Infeasible Probably infeasible. A
one watt pulse would
become a 10,000 watt
pulse. The mobile unit
would become much
larger and would costin
the tens of thousands of
dollars.

Longer pulses Capacity drops by a System capacity drops
million-fold. The one by ten thousand-fold -
customer's vehicle can say from one million
drive 10 miles during a vehicles to one hundred.
single measurement
interval. Practically
speaking, the system is
no longer useful for
locating moving vehicles.

Additional bandwidth 8 GHz required 800 MHz required

Noise canceler or Infeasible at present Infeasible at present
Directional receiving
Antennas

Additional receive sites Thousand-fold increase About hundred-fold
in receive sites required. increase in sites
If fixed network cost required - raising a
S5/mobile per month, it fixed infrastructure cost
now costs of S5/mobile/month to
S5,OOO/mobile. S500/mobile/month.
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x. Conclullonl
If two pulse-ranging systems operate in the same band in the same city at the same time

(under either the Fees current rules or the proposed rules) using a modern, reasonable

design each will generate intolerable interference into the other. This is not a case of

mild interference which can be remedied by slight improvements in the system. Rather,

cochannel systems generate enormous levels of interference which fatally burden the

system receiving the interference. If minor interference can be compared to a chipped

coffee-cup - an inconvenience but you can still use the cup for your coffee - then the

interference in this case compares to a cup that has been smashed into dozens of pieces

- there is no way one can take a drink.

Of the many techniques for permitting multiple LMS systems to share the spectrum a

regulatory system modelled on traditional radio regulation using separate bands and

geographic separation of cochannel systems offers the highest chances for regulatory

success. Time-division sharing techniques, in addition to having significant efficiency

burdens, create substantial enforcement burdens.

45



~,

, A

VX'1'AB

R'Y1Iond J!I. Pie1cholt.z, prof•••or in anc! foraer chairman of t.he

oepartment ot Elect.rical Enginaering anc! computar Science at The

Ge0rge washinqton unlverai'ty reoaived hi. Ph. D. in Electrical

En91neer1nq trom ~ba Pol~ecbnic 3:n.1:ito\lt.e of Brooklyn in 1t66. Ue

was a researchar at RCA Laboratorie. and at ITT Laboratorie.. He

was on the facult.y of ~e polytechnic In.titoute ot Brooklyn and ot

Brooklyn college. He wa. a vi.i~in9 prof•••or at t.he UnlYerait.'
..... '.

C!U Quebec and the University· of .california.· ·He ·.ia- • fellow of 1:11.

Institut.e of Elect.rical anc! Zlectron1c Ilnqinean (IEEE) anc! of tha

e American A••ociation for the Advancement of Soiance (AAAS). He was

an editor ot the XIIE Transaction. gn CQwIUniqa~!Qn., and quast

editor for apeoial 1.aue. on computar co_unioatlona, Milit.ary

Communications and 'pread Spactrum Sy.tem.. Se i. editor of the

'l'eleco=aunlcation Seri.. tor C01llPuter Science Pr.... ae ha.

publish.d .cora. of paper. and bold••ix Unit.ed State. patents.

Dr. Plckboltz 1. Pt'a.idant ot Talecoaunications A••ociat.s, a

r ••••rch and coft.ultln~ lira .pecialiaing ift~a.munioatlon sy.tem

discipline.. H. va. electeCS a • .-ber ot tha C0811lO. Club and a

tellow ot ~. Waahll\91:on Aca4eay of Science. in 198G. In 1984, Dr.

pickholtz raoeived the IEEE oentennial ••4&1. In 1'87, he vas

.1.c~.CS •• Vic. Pre.ident, and in 1"0 and 1"1 a. Pr••ident of ~h.

IEEE Communication. Society.

II



2

BIOGRAPHICAL INFOItKATXON

III

Raymond L. P1ckhol~z:

"

field. ot specialization:

c Profl••iODal BlcJcqrpun4r

1964 - 1t11

1912 - Pre.ant

1977

1t78 - 1180

1983, 1910

1965 - Present;

"'1110110 L. JtJ:CDOL'l'1
9/21/,a

prof•••or and Paat Chairman
Dep&reaent.of .l.ctr~cal
En9inee~1nq and computer Scienca
The GeOr,e .aahlnq'ton univer.l~y
Telephone: (202) 914-'538
FAX: (202) 994-0221

pr••id.n~: T.l.communica~1on
A••ocia~e.

Telephone: (103) 280-5628

communication.Sy.tem., oata and
computer ca.munica1:1on.
T.lec~lcation Ne~wcrks,
Secure COIIIIunlcations ~'.. ..JA-.,.

'Array 81qna1 Proce••in9

Adj\Ulc1: Aa.oc:1ate PrOt...or
Phy.1c., Brooklyn Collec;e of CUHY

Prot...orot Bnqine.rinq and
Applie4 Scienoe, The C_o~.

Wa.hinqton univeraity..
Vi.i~iD9 Prote••or, Univar.ite
du QUebec, %natitut National
Re...roh•• 4. 1a 8clan1:iflque

Ch.i~, Depart:llen1: ot Uect:r1cal
EJl9ineer1nt and CoIlpU1:ar Balance,
Th_ 4:eoZV- Wa.h1nq1:on univar.ity

Vi.itinq Profe••or, Univer.1ty ot
california at .an Diego, Depart••nt
at Electrical Bn;1nea~1n; and
at s.n~a aarbara, Dap.rta.n~ ot
Coaputer Scienoe

Pre.i4ant, Talecommunications
A••ociate., Inc.



i~t •

3

1954 - 1960 Hew York Univeraity, xnatructor of
En91n••r1nv El.ctronica

.. RCA L&bO~.~orl.1 (.....rch.on Color1954 - 1957
Televi.ion Circuitry an4 IYle••I)

19S7 - 1959 ITT Laboratori•• - S.nlor Enqine.r

19S9 - 1962 ITT Laboratorie. -Technical
Specialist:

1962 - 1965 Pol~obnic %n.~1t:u~e of Brooklyn,
Inat.rgotor 1n El.ctrical
Enqlneerlnq

196' - 1967 A.sistant 'rof••sor ot El.c~rlcal
'·lnqiD••r!n9, Poly1:achn1c Inato!tuta
of Brooklyn

1967 - 1971

1968 - 1970

Jc!uQAt,iQDS

!rOf.'Ripoli ~iXltl••: .

MiIOCiat:e Prot•••or ot J:lecrtrical
Eft9ineerlnv, Polytechnic%nltJ.tut..
ot BrOOklyn

eonaulunt, 1M't.J. Wat.aon
••••&reb cent.r, Yorktown B.lqht..,
N.w York

a.B.B., City Collev_ of Hew York,
1'54
M.I.B., City Col1eq. ot N.w York,
1'5' .Ph.D., Polytec!mic Institute of
h'oOklyn, 1'"

A
~h\! ..

-'~' .,

Pre.ident, IEEE Ca.aunloat1on. Soci.ty (1"0-1"1)

Vice Pre.14ent, lISa co.aunioation. 'oclety (1".-1"')

Chairman, Pellow Sel.~lon Committe., IEIB coaaun1cat.ion. Soci.ty
(1983-1"1).

Chairman, National Camal••ion e, URSI (1"1-1'92)

RAYXOltD L••J:CDOZ,,,•
• /11/.2



..
Board of Governors, IBEE communications society (Elected. Po.it.ion)
(1~81-84)'(1989-1'93)

Fellow, IEEE

Fellow, American A••ociat.1on tor ~e Advanc..ent ot Scl.noe

Fellow, Washington Academy ot Scienc••

Chairman, u.s. National co.-i••ion C, u.sI (1990-92)

El.cted ~o Executiv. Committ.e IEEE •••hinqton Section, (1913-74)

El.c~e4 to Executive aoamit.tee IZU Ifon:b.m V1E'C)'lnia 8.~1on
(1983-1985)

General Chairman, Third Data Communication sympo.ium (IBZZ/AOI)

Chairman, Technical Committ.. on Societal Implioation. of
Technology." (IEEB), 1984

. 'c"

. Chairman, Prof•••ional Group on Inforaation Theory, Metropolitan
section, (1971-72)

Member, ,.••ociat,lon for Comput1n9 Machinery (ACM)

Conterence Board. ZDE <:omaunlcatiol\8 'oci.t.y (1'80-13)

Member, Mathematical A••ociat.ion of Aaerica

Member, <:ommi••ion C, URII , tr. S. del~.t.. to xxeb ConCJre••

D.l.~.t., National ....areb Council, 'ational Acaa••y ot Science
for IEEE (1'82-8~)l Re-elect.4 (1'15-1"7)

HeBer, wa.hinqt.on Society ot ZD91n..~.

Member, Philosophioal .oeiet.y ot •••hl~ft

Member, Steerin9 co.alt.tee ot XILCON, IKPOCQK (1"'-'0)

Memb.r, Soi.ntitie and Industrial Advi.ory Icard, ~i.r'.
'I'echnoloqy lUnd, ott:awa, canada (1'91 - )

..

Scientific AdVi.ory Board, T.l.oo_unica~1on." ••arc:h Xn.ti~ut:.of
Ontario (TRIO) (1990 - )

Q'IICOlCD L. »:CDOt.'l'.
1/11/.2

'"



i

5

scientitic Advl.ory 8O&r4, Inatitut National Ra••arch•• cle 1.
scientitique, Quebec, canacla; (1992 - ).

Internalienal Advi.ory committe., TBNOON, M.l~urn., Au.~ra11a,

(1992).-
A4~i.ory cemmitte., Int.rnational
communication., Nanjinq, China, 1993.

on

.;..:
Editor, Ser1e8 of Coamunicationa and lignal Proce••inq, computer
science Pre•• , Potomac, MD, (1981- ).

A••ociata Editor, Journal of Talecom-untc.tion. Networks,
(1981-1'8~) • . ,

for computer
'."'\, ~: ,....:,:",

Edit;pr.hip.:

Ed11:or, IEEE Tran••c1:1on. on
communication. (1'72-16).

Gu••t Zditor, XDZ Tran.action. Sp.cial I.au. on Computer
Communication., Jan. , 1977.

Gu.at. J:cU.tor, IDB Tran••~lon. spacial I ••u. on Mil1ury
ccnUlunicat1on. , Sept. 1980.

Gu.ast Editor, IDE Network, special I ••ue on Network Security,
April 1981.

ItAUCOIID r.. .tcaoL~.

t/21/t2

Qu••t Editor, tDl: -eommunica~ion. .a"a.ina, special I ••u. on
Technoloqy, Jun. 1"7.

.Qu••t Bdi1:or, IZZ. Journal of ••1ecce4 Area. of Communication.,
. Special I ••u. on '.cure eem.unioa~lon., lie,.

Gu••t BCSitor, IED "'O\l1:'ftAl on -••1~ kea. of caaaunicatloft.,
special I.sua an 8p~..4 Spectrua 8y.t..., 1,tO.

J

J

J

J
J
J
J
_I

~I

)

_I
]

-l
~,Ai



RI••arch Aptfyitio.

Mel: corp. (1"'- stucSy ot

(1"'-1"0).. Jli:ucSy. oC. ....s.qur.

..

..

..

r

6

Hgnor. andlor Hongrary Frat-mitie.:

IEEE c.n~.nnial Medal, 1984.
Fellow, ;En - ·roZ' oon1:r1butlona to i:h. d••iqn ot Dlvital

communication. 'Y.~_ ancl to ~l"'1:iftg' Uucation", 1'81
F.llow, bel'lean MaaClla~ion for 1:11. Advanoeaent: of scienc.

(AAAS), for "out.i:andinq re.earch in talacomaunlca~lon.",1,a6
F.llow, •••hington Acadeay of 8cianc•• , 1"6
El.c~.d to cosmo. ClUb, 1986
RCA Lab. R••••rab Avard, 1'54 - "For out.tandin9 contribution. to

the developaent: of coloZ' '1!V reo-lven"
Fellow, b.rlcan Atlaoclation for tha A4vanc_ent ot aclence

(AAAS), It.' Elected ~o Fellow, .a.hinvton Acad••y ot Scl.nce
co.mol Club, 1'"
E'rA xappa Ku .
William Hanoe ...orial Medical ln Katb...t:ic.
Ren••elaer Polytechnic In.tltu~a Kadal in Math...tlc. and Science
Pi Mu Ep.ilon Award tor Int.r.~ata Matheaatic8 competition
Physic. Teachar. Award .!

Chai.try Teacher. Avard
5i91la xi
R.cipiant of KSP .....rch Initiation Graftt 1"'-1'"

, Li8tinq8 ot Who' 8 Who in berica and in berlcan Xan and Woaen ot
Science and Who's Wbd in Inqin••rin;

R.cipient ot book avare! froa the .ociety of Technioal
communications tor "Local Area and Multiple Acee••••tworks", 1,e,

Prinoipal Inv••ti~ator, NASA Crant on Space C~ication., 196'-
71. .

principal Investigator, NSF Grant on ~.111ng Analy.i. on Data
Networks, 1"1-71. .

co-Princip.l O~i.ar, RSF Sywpo.iua on MOd.llin~ and Analy.is
of Data Na~vorka, 1"5-71.

Principal IIWa.~1..toz', u. s. Azay......ft'b, Analysi. ot .
Development af iliaci- Analysla fol." CDIqMI••J: '1'oPQ9raphyf .1'79.

Principal Inv..~iCJ.1:oZ', Jo1n~ D , D, ..lpar Divi.lon of E­
Iy.t_, Anal,.!. aIICI DHltn of Lee.l ~ Ifet:work, Array
Proc•••in; Al90Z'1~ (1••3-)

Prineipal %nve.1:19&ur, Joint maD,
Fast PaaJcet "'i~in9.

Prino1pal nw.st:i.ator,IIft'BUAT
Comman4Lin•• tor satallite.

ItAYXolCD L. .ICDOL~I
'/11/'2

1



7

currently doln9 rea..reb in packl1: .vl~1n9, adaptivI routing',
and a.t.llite c:c.aun1oat1on., .o4el11n9 of C1a~a n.~works, anes
Per.onal C~ication. sy.1:....

Alao .ecure c~ication. anc! .lectronic cOunt.r-counter
JI.a.ur•• , ~nacl lpectrum .y.t_, adaptivI null-.t:••rlnq
an~lnna array., Microclllular Personal communications
Networks.,

prinoipAl publicationa

, "steti.tical Deci.lon Theory and 019ita1 co_.," AID bCOrd, June
1964, pp. 63-74 •.

"Demodulation of Signala Tranaaitte4 Throuqh a Ran40m Channel,"
PIBHRI alport '1328-66, June 1916 (wi~ K. Schwartz).

"A aecursive Appl"OaCh to Signal Det.~ion,II lIn Trlns, on
I InformAtiQn ThloEY+ Vol. IT-;L4, pp. 445-450, May 1918· (Wlth R.

Boorltyn) •

"Tranalent Behavior of a Pha.. Loc:Jted LOop in the Pre.ene. of
Noi.l" (wlth DoIliniak) XID """9=10n. on epgunipAt;igns
:.ohnolo;y, Vol. Com. 18, No.4, 1110 pp. 452-456.

"A Second-Ord.z: Gn4ient A190ri~., Prqc;. pt 'XI 'DPQ,iua an
Cgmputlr 'roe'l,ing in cpmmpnic.tiona TtQbnglogy, Auqu.t 1110.

"An Analy.il of the .tt.c1:iv.... of Hybr1d Dlt.a 'l'Z'an••i ••ion
Sy.tI1llll," tBM ,zoumll ot .....reb aM ptyalpPJI.n1;, Vol. 14, No.4,
July 1910, pp. 433-436.

"Terminal-OrientI4 Co~~er c~nlca~1on Kltwo~ka," Prpg••"1.
Vol. 60, No. 11, Nov"'.r 1'12, pp. 1"0'-1423 (With X. Schwartz and
R. Booratyn).

IIImprovemlnt:. in Routingln • Paoket-hitchec! .e1:VOrJc", uoa· xccc;,
June 1914, pp. 24'-252. .

"Optilia1 Data ChaDftel Squall••tion Ualnv lIorali.e4 St:och.l~ic
Approximation X.thad.,· ftOC. ;.n, Oo~obtr 1'7".
"Conv.~.nc. Properti•• ot 1101:'1I&11_. stoahaltic Approximation
Mlthods," 'roc' In' aD Dlet.ion on CPDtrpl, NovtJlbtr 1'1".

l



8

"Au~CIl.~ic Equal1.a~1on usinq a lucceMiva OVen.laxation Iterativa
Technique", IUE '!'PeD.. on inform,tion ""gry, January 1975.

IIJcurrant..A 1n coaput..r Co_unicat,1on," in '1>Ook ·Cgmpptjer
cmpmunication, N. Jlacon, Ed., Iec<:, W.sh1ft9t0n, D.C., 1975.

"Ett.~s ot a Pr1o~1~ Di.c1.pl1ne or aou~inq 1n a Packet Swi~cb.d
Network., " (with MCCoy), ;rIg TraDa••i9M on CS21l1llUnigat; ion., Vol.
<::om-24, March 197', pp. 506-516.

"~aly.1s ot a ••••Z'Y.t10n Mul~1ple Aocl... Teehn1.CZ\Ie ~ .tor Data
Trans.i.,ion vi. .aull1te.," (wi~ K. Balac;ranqaClhar), ~
T[an'lct;ion. on c;qmmunlg.tign., Vol. Con-27, No. 10, oct. 1979, 1'1'.
1467-1475.

"Opttm1.&~ion ot ~. Proae••ing Cain ot an FSX-FHSyac..," (with
Sch11ling-, Mil,t'.ln and "Brown) 1m TnnMPSj.lon. 9n compun1c1tipna,
Vol~ 28, No.7, pp. 1'62-1'89, July 1'80.

"Op~imization of .~ Prooa.sln9 aain ot a K-array ~ir.ct Sequence
Spr.ad Spectrum ea..=unication. 8y.tea,· (with D. SChl11ing) 1111
'1'An.le1:loQ' on j! nU1Alt;ion., Vol. 27, No. I, pp. 138g-13tt,
AU9Ust 1980 (lead paper).

"Performance M04all1nf for Paokat lCaworka with OVerflow Channel."
(With S. Yuill), XIII Tran.aptiAn. on eqmmunigltign., June 1911,
pp 808-815.

A Simple Unifi.d Pbaaor AMl~l. torn IlUltlpl. Acea•• to t.J.aitin9
(.at.lllt.) R....ura· (with :r. A.ein) XII' Tnn.,ptjlQM AD
CQllJlUDiql$ioD', Vol. COIl-30, Ho. 5, Kay 1.11, pp. lOll-loa,. A1IO,
chapter 1n book, IPnao lpem;ryw psaeaniqatipn., C.I:. Coole at. al •
• 4., John Wiley, NY ,1'83, pp. 228-237.

"Th'oJ:Y ofSpzrea4 8.,.et.rua co-wt1oation.- (with D.L. schil11nq)
XIII Tnn.,c:t;iqn. ·8ft ....unig.S;lon., 'C/o1. <:011-30, Ho. 5, Kay 1112,
pp. 855-884. liN, chapter 1n book -Spr••4 sptRtrum
~nig.tiAD" C.B. COOk, at. al., eel. John Wil.y, NY 1972, pp.
57-86.

-eOllparl.cn of Pertol'MftCa ot Di9ita1 lCOdulation Technique. in tha
Pt'a.ence of Mj.CMft~ Channel %ftarfannoe" (vi:th r... Kil.~.1n) DEE
.1XJ,n••gt i QD' on Qqwunlp.tjignl. Vol. COIl-30,Ho. 8, Augu.t 1.'12,
pp. lS82-1114.

,
I



'.

-!":

•

•

~
[

,
,
,
i

9

tlAnaly.i. of IntlMJZ'l~e4 voice/Data Mul~lplex1n9" (with A. I<Onhe1.)
IIII TrM,acrl;J,onl An CQDUn1c.tignl, Vol. 3~., !fo. 2, Fe~,1:Uary 1984,
pp. 140-147.

"Control f Loop Not•• and SINR of an Acla}'tive Null~st••r~n9'_ Antenna"
(wi~ El Din and LAftI)lubaitted to %111 Tran'.ottgna AD Antennl'
an4 Prgp.ql~ion, ~ober 1984, accepted tor publioation,-

"Hod••" Hult1pla.eZ'W and eonc.n~ltor." Chapter 3 in ~
communicatiqn. letYPU' and 'yea-, '1'. e. Bartee, eel•. Howaret w.
sama and Co., Incl1lnapolli; 1985, pp. 83-117.

"Stochastic Effeces 1n Adaptive KUll-steer1nq Antenna Array
Pertoraanc.", xux .Ioumal AD '.l.at"" Arel. in coaunlc.t;iA~'.,
vol. SAC-J, Sept. llIS, pp. 787-771.

"Cryp1:Q9raphy 1n th. Private S.ctor" .Cw1.t.h -p. Newman), un
cgmmunigaS;J.m1a, pp. 1~10, AUgust 191'.

"E.f~ec:1: of HP Differential Propagation Dalay on J'H coamunications­
(wIth Milstein et. al) ~IEE Trln,.etions on CQRlUniqaS;iQn., 1986,
pp •

"Cryptoqraphy in t:he Privat. Sector", (with Newaan) xln Co. Mga.
Vol. 24, No.8, August 1986, pp. 7-10 •

"Performance of M.~eo~-Bur.~ ccaaunicat10n Chann.ls" (with
Kils~e1n) ~ vol. SAC 5, No.2, reb. 1"7, pp. 141-154.

"Public I:ay Kanaq...nt- (wi1:l1 oaura, .awau) lfawar>lc K.g. vol. 1,
NO.2, April 1987, pp. 11-17.

"Performance of Dinc1: 'equeno. .pZ'''CS Ipactrwa in a 'acl1nt
Di.per.ive Cbanne1w1tb 3...tnq- (with Vojolc) XIII JAPED.l AD
.alec$.4 Au" in co-uniq'1;!on., vol. 7, Ko. 4, May 1'89, pp. !S11­
!S18.

"Probabilistio xaage HOdal. and ~.1r Xftfor.-at1on~o~~lc
Prop.rti.... (vitbZ~, .Loev) ."XI Y01. 19'2 '-diglt'talting txx
X.'U prASe.,!., 1"', pp. 75-11 (.lso .uJaa11:taCS to DII
Tnn'IQt;iqM pD "tUm Ap.lyl!' 104 ".iN Xnylliupc:A, 2,"') •

.. ' . -, . .... _ .... ~.;. .:' . r' L. r . ~

"Comblne4-C041ng Techniquas for M4i~aphic Illaqa Da1:a
eompre••10n- (w1th ZhanCJ, Loew IPXI VAl. \199 11'»'1 ega.unigl1;iM'
ona Imago !rocel.ing, 1'8' pp. 1'-93.

U.UOIID L. p%CaOWS
9/21/12

..



T 10

"Perfcraance ot Coded Direc~ Sequence .p~d spe~ in a Fad1nq
Diaperaiv, Chann.l v1~ Pul.ed Jamain;" (vi~ Vojaic) ~rnll o(
sel'ct'~Ar'I' in pommunication., vol. 8, No.5, June 1'90, pp 93~­

942. .

~ "Spread Speatrwll ao.. COIIIIercial" (with SCh1llill9, Jlil.t.ln), 1111
SPeptrwD, AUqu.~ 1990, pp. 40-45 (1:epr1n~e4 an4 .•xpan~e4 1n oat.pro
MT20-690-1019 MoGraw Hill, 1991). .

-
J

J
j

J

;
l
J
1
J

!

"Vari&bl.-Bi~-Rat. Vid.o Tran..l ••10n 1n ~ Broadband ISDN
Environm.nt," (wi'th Y. zhanq, .t. a1)., !roC. At 1m, vol. 79, No.
2, F.b. 1991, pp. 214-222.

"A combined-Tran.tora Coding 8ch... for ~9'. Dataco.pre••ion,n
(with Y. Zhanq and M. LO'W), Xig '!'rIM. COnlU...: 11.c~rQriic., Vol.
7SJ, NO.2, Feb. 19'1, pp. 45-50. . ,. . - ..

itA Hath0401o9Y tor Jtl04e11nq the D1.tl'UNtion of"XeCSlolal 'I.a9" and
'l'h.lr stocha.t.ic PropeRi•• ," ~ID 'lEaN. on Jlt4ic;al %MaiM, VoL
9, NO.4, Dec. 1990 (With Y. Zhang, and M. LoeW), pp. 376-383.

"Probabl1i.~ia 1"9' Kodel. an4 Tbei~ Inforaa~lon-Th,or'tio
Propertl•• ," Acoepted by IID TAn•• AD Acqu.tic, Sp••s;]) In4 'Uqnll
P~Qs•••in; (with Y. Zhang, M. La.w).

"Rat.-Di.~ort1on Pertormanc. of a Cl... of 1"9' souro••,"
.ub1Il:L~~.d 1:0 xln Tran•. Inton.tion 'l'h'cn:y (with Y. Zhanq, M.
La.w) •

"A New Approach to Re4ualnq the 81oaJdJ\9 .ffeet of Tnnafona
C04in9," accepted for publio.~ion, 1991 tIEl Tren••etiQn.
CQ1IPRuniQIt:ionl, (wi~ Y. ZhanCJ, M. Loa).

"Corr.lation Kod'l. tor a Cl••• of X-ray 1"ge.,· .ub.i~~.d to 1111
.Tran•• Bigm.41cll IMginq (with Y. Z~, M., LQaW). .

"Performance cevr.4a~lon 1n HneroveneoWl· C01Iput,r .,tvork
Interconnection," .ubaltte4 to IIII frln••otiqn. gn QQWlNnig.tigna
(with B. Jab):)arl, Y. Zhang)., ,'\ . ,".'

"Spread Spect:rum for commercial Applications" (vitb Schill1nCJ) XIII
~qmmunig.~iQn.vol. 29, Ho. 4 April l'91,»p••'~17.

"On the Feasibility of • CDNA overlay tor Per.onal ca.aunioatlonl
Network." (with Milateln .~ al) .uba ~~a4 ~o XIII JIAQ, 15'1.

BAYKOlfD L. 7:1:CJaIOL'l'1
'/21/92



J

J

J
j

j

J

J
J
J

J
J
J

-I
-I

~

JI

JI~ ..

.'

11

"Etticien~ Signal. An&ly.i. U.in~ Int.raetively conv'rvent (ICON)
E19.n.t.ruc~ure Tecllniqu.." (w1~h s. Heppe) .ubJlitted to XUI TnM •

on Signal prpg•••ing, 1V91.
{(

"spread spec:trua tor Penon.1 c:o..micatlon., Migran' Jgnrna1 ,
vol. 34, No.9, ••p1:""r 1V'l, pp 2'-40 (rtlV1.ac1 ancl adapted fJ:'01l
Apr. 1991 paper in c",ynicas;ionl) ......dband CDMA for per,onal
Communication., lIZ' Communic.tion., HOYamb.r 1991, PP 86-93.

"A Combln.c!-Tranlfona Coding' (ere) IIObeae tor M.41cal %..q.," (with
zhanq, La.w), xII' =-an1.etlan"QD MediAIl IMqing, vol. 11, No. 2,
Jun. 1992 pp 111-202.

"On th. F.a,ibility of a CDMA ov.rlay for Perianal co.munlcatlons
N.twork." (wi~ Sch111in9 .t al), 1:m Jollma1 ClD ,,1.01;14 Ar••• in
cOUHnicatiQD', vol. 10, No.4, May l'92,.pp 155-668.

; l~"

"S.curity Analy.!, of t:h. 'INTBLSA'1' VI .ric! VII Co_and Netvorklt

(with N.wman), 1111 Jpurna1 OD ,.lect.d Arta. in cgmmunica tlQD'.
Acceptee! tor pUblication, 19'2. '

"Mod.llnq and QueUl1n; Analy.l. of Varl.ble-Blt-Ra~. COded Video
Source. in Aft lIeworlca" (with Karatlh) .ublli~~e4 to IDI
Tran.actionl on eirqyi~. and Sxwt..., 1'92.

"contlnuou. E.~1M~1oft ot KocIulatecS 81,...1. 'l'IlrouCJb .1ovly-V.~lnCJ
Di.per.lve Chann.l." (8UIOQItY) ;r.. AnDUAI GQPYI11c;l u.sma
cony.ntion Cpnt'reapl I,c0rd, 3une 7-1, 1965, pp. 547-548. .

"Analoq C01I1IWl1catJ.oftll ThrOUCJh DlIpenllv. Cha.nnel., .. 1.~
Interna~ional Cont. Info. Theory .lOod, June 1968, pp. 242-215.

"Adaptlve zqual1.at:ioft with a 'e00a4-orc.tez:o GJ:acl1ent: AlqoJ:itbll,"
pre••ntacl at tbe 117Q Xnumtt;i.,l ''DI29.t. an xntRI'Mt;iQD
Th.ory, N.th.rland', Jun. 1.70 (v1'tb c. cevleux).

"Finite-Stat. aquali.ation ot • DI.,pen.ive Data Cbann.l in 1:he
Pr.senc. of Noi••," Prgg. 9f t h• 1gee, (wi~ X. Doainiak).

"Sp'~.l Analy.i. of' Short ••rl••,· Xnt.rp.,iqpal 'YWPG,iya on
t.Dform'tipD D.pn, Al1lour california, February 1'72, (with D.
Thollp8on).

..


